
VentPLUG pressure compensation units, EVPS, polyamide, metric

w c 
Protection class IP68 / IP69
Temperature range -40 °C - 100 °C
Material Polyamide, Gasket TPE, Membrane ePTFE

EVPS

Type         
EVPS 12 10102369 10102370 M 12x1,5 8 18 16 22 17,4 10

EVPS 20 10106591 10106595 M 20x1,5 9 27 24 110 15,4 10

EVPS 40 10106593 10106597 M 40x1,5 9 51 46 660 15,4 10

EVPS HF, High Air Flow

Type         
EVPS 12 HF 10103263 10103264 M 12x1,5 8 18 16 34 17,4 10

EVPS 20 HF 10106615 10106619 M 20x1,5 9 27 24 280 15,4 10

EVPS 40 HF 10106617 10106621 M 40x1,5 9 51 46 1650 15,4 10

EVPS-L, long

Type         
EVPS-L 20 10106592 10106596 M 20x1,5 15 27 24 110 21,4 10

EVPS-L 40 10106594 10106598 M 40x1,5 18 51 46 660 24,4 10

EVPS-L HF, High Air Flow, long

Type         
EVPS-L 20 HF 10106616 10106620 M 20x1,5 15 27 24 280 21,4 10

EVPS-L 40 HF 10106618 10106622 M 40x1,5 18 51 46 1650 24,4 10

EVPS 12 EVPS 12 HF EVPS 20

Other technical data on request / Subject to modifications and amendments
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