
ON-LT-100L Lan Tester, For RJ-45 ( UTP / STP ) / RJ-12 / RJ-11 / RJ-9 / BNC Cable

Copper Structured Cabling

Used for RJ-45, RJ-45/Shielded, RJ-45/Keyed, RJ-12, RJ-12/DEC, RJ-11, BNC

CABLE TESTER

Materials
Plastic Body
RJ-45 Jack
RJ-12 Jack
BNC Body
PCB
Ieather bag

Fireproof ABS UL-94V0
8P8C 6 micro inches gold plated
6P6C/DEC 6 micro inches gold plated
Zinc Casting / Nickel
FR-4 / UL-94V0
PVC

RJ-45/RJ-12/ Electrical Specifications
Insulation Resistance : 500M ohms (min.)
Contact Resistance : 20m ohms (max.)
Current Rating : 1.5 Amps.
DC Resistance : 0.1 ohms (max.)
Withstanding Voltage : 100 VAC RMS @ 60Hz / 1 min.

Mechanical Specifications
RJ-45 Jack Insertion Cycle : Over 2000 Cycles (min.)
RJ-12/DEC Jack Inserion Cycle : Over 2000 Cycles (min.)
Operation Temperature : -40°C ~ +70°C

This LAN TESTER can test :
Open Shorted Crossed Reversed Transposed Split Non-Pair Wiring
Power : DC-9V Battery
Remote Box can remotely test LAN-cable up to 1000FT
Can test Grounding
There are one Spare Battery & two 6 to 4 lnserts in the Remote Box

CABLE TESTER


